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/ EXISTING GRADE

FOR REMAINING BACKFILL,
/

SUBBASE & TEMPORARY
PAVING SEE PW-1.06

DETECTOR TAPE< hed

= COMPACT BACKFILL MSHA
/_SELECT BORROW OR SHA

BRG TO 95% MODIFIED
PROCTOR AT +2% OF THE
OPTIMUM MOISTURE CONTENT

12" MIN.

|_— AWWA C—-900 PVC DR18

_— MSHA SELECT BORROW OR
MSHA BRG TO PAD PIPE

pal

7
ik

MIN.

12" MIN.

NOTES:
WARNING TAPE SHALL BE PLACED 12" ABOVE ALL PIPE AND 12" BELOW GROUND SURFACE.

1.
2.

12" MIN.

8 GAUGE COPPER

TRACING WIRE

THE TRACING WIRE SHALL BE A CONTINUOUS CONDUCTOR CONNECTED TO ALL FITTINGS, FIRE

HYDRANTS AND SERVICES.

ALL FITTINGS SHALL BE AS SPECIFIED IN AWWA C110—93, MECHANICAL JOINT, DUCTILE IRON,

PRESSURE RATED AT 350 PSI.

ALL FITTINGS SHALL BE RESTRAINED BY THRUST BLOCKS ACCORDING TO STANDARD DETAIL

W-23.00.

FIRM BEARING SHALL BE PROVIDED FOR FULL LENGTH OF BARREL. EXCAVATE FOR BELL HOLES.
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